Specifications

Level Control

Input

Threshold Adjustment
Output

Power Supply

Consumption
Operating Temperature / Humidity
Protection Class: front / terminals

O supply, O drainage

O contact, O resistive

[ 10...50 kQ, via front-panel potentiometer
O relay 5A/250VAC with NO/NC contact,
O SSR 1A/250VAC,

O MOS gate 0.1A/60V, optically isolated,
[ 5...24 VDC, 30 mA for external SSR
0 230 VAC, 0 115 VAC,

[0 90...250 VAC/DC, O 24 VAC,

0 12...24 VAC/DC

less than 2 VA

-10...65°C/0...85% RH

1P40 / 1P20

manufacturing date

QC check mark ............. (passed)

88 Slavyanska Str.

P.O.Box 378

Plovdiv 4000, BULGARIA

tel: +359 32 646523, 646524
fax: +359 32 634089, 646517

e-mail: support@comeco.org

QD-8.2.4-WC

Warranty and Support \

Warranty

COMECO warrants this product

to be free from defects in materials

and workmanship for 2 years. If your unit
is found to be defective within that time,
we will promptly repair or replace it.

This warranty does not cover accidental
damage, wear or tear, or consequential
or incidental loss. This warranty

does not cover any defects caused

by wrong transportation, storage, installation,
or operating (see 'Specifications').

Technical support

In the unlikely event that you encounter
a problem with your COMECO device,
please call your local dealer or contact
directly our support team.

Supply control (tank filling)
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LEVEL CONTROLLER

LC20

OPERATION MANUAL

Please read this Operation Manual before mounting and operating!
Save the Manual for future references!

Drainage control (tank emptying)
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LC20 is a low-cost electronic level
controller / indicator for rail mounting.
Through its relay output, this device
directly controls electrical pumps, valves,
etc. and may be used either for tank
emptying (drainage) or tank filling (supply).
Two versions are available employing
different methods for level measurement.
An LC20 with resistive input measures
electrical conductivity of the liquid between
electrodes or between electrode and metal
tank body, and is applicable for liquids
with relatively high conductivity that are
normally used in chemical, paper, food,
wine, biotechnological industries, etc.

The contact-input LC20 accepts signals
from contact level switches (float, optical),
and is applicable for various non-conductive
liquids or cases of heavy condensation,
vaporization, or foaming, such as in heating
and water supply installations. An optional
output activation threshold adjustment

via potentiometer on the front panel
provides better adaptation to liquids

with different conductivity for both versions.

Mounting
LC20 can be easily mounted on every
35 mm rail conforming to EN50022.

¢ Place the rail lower edge into
the lower slot on the device back.

¢ Press the controller against
the upper rail edge until it fits in.

Dismounting
¢ Using a screwdriver’s tip, pull up
the black plate on the device back.
4 Tilt the controller downwards
and take it off the rail.

Declaration of Conformity 7|

C€

The undersigned hereby declares,

on behalf of COMECO Inc.,

that this device has been manufactured
in compliance with standards

EN 61000 and EN 61010,

and meets the requirements

of Directives 73/23/EEC and 89/336/EEC.

Vladimir Sakaliyski

CEO
COMECO Inc.

Waste Disposal

Do not dispose of
electronic devices
together with
household waste
material!

If disposed of within European Union,
this product should be treated

and recycled in accordance with the laws
of your jurisdiction implementing

the WEEE Directive 2002/96

on the Waste Electrical and Electronic
Equipment.

Operating

¢ LC20 starts operating
immediately after power-on.

¢ The 'REL' LED lights
while the output relay is active.

¢ After the warm-up time, if necessary,
adjust the activation threshold
via the potentiometer on the front panel
(if such is installed).

Electro-Magnetic Interference (EMI) Issues

¢ All signal wires must be shielded.
They must not be packaged together
with power cables!

¢ Never lay the signal wires close
to inductive or capacitive noise
sources, such as relays, contactors,
motors, etc.!

¢ All shields have to be grounded ONLY
at one end, as closer as possible
to the controller terminals!

¢ Avoid sharing supply lines
with powerful consumers,
especially with inductive loads,
switched on and off.

¢ To stop unwelcome interference
signals entering through the power
supply lines, use shielded 1:1
isolation transformer!

¢ Shunt all switched (not only those
switched by the controller) inductive
consumers with special suppression
networks: RC group and varistor -
for AC loads, or diode - for DC loads.

Connecting non-metal tank

[

SESENESENENEN]

HL |LL| C
u 0

LEVEL
CONTROLLER REL

ground
electrode

Connecting pump

N

~I*

~-1 1 2 3

SIS

l

[ E—

Z-0n





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


