Specifications

Input Signal

Output Signal

Output Linearity

ZERO Adjustment

SPAN Adjustment

Sensor Failure Reaction
Power Supply

Maximum Output Loop Load
Measurement Error
Self-heating Error
Temperature Drift

Operating Temperature / Humidity
Protection Class

Pt100 (w=1.385), 3-wire

4...20 mA, 2-wire

proportional to temperature
+50°C+10%

+10%

< 3.5 mA or > 23 mA, depends on terminal
8...32VDC

620 Q at 24V/20mA

0.3% from span

0.02%/mA at 24 V

0.02% from span for 1 °C

-30...80 °C / 0...95% RH, non-condensing
1P20

v9-03.10

§ COMECO

CONTROL & MEASUREMENT

manufacturing date

QC check mark ............. (passed)

88 Slavyanska Str.

P.O.Box 378

Plovdiv 4000, BULGARIA

tel: +359 32 646523, 646524
fax: +359 32 634089, 646517

e-mail: support@comeco.org

QD-8.2.4-WC

Warranty and Support \

Warranty

COMECO warrants this product

to be free from defects in materials

and workmanship for 2 years. If your unit
is found to be defective within that time,
we will promptly repair or replace it.

This warranty does not cover accidental
damage, wear or tear, or consequential
or incidental loss. This warranty

does not cover any defects caused

by wrong transportation, storage, installation,
or operating (see 'Specifications').

Technical support

In the unlikely event that you encounter
a problem with your COMECO device,
please call your local dealer or contact
directly our support team.

COMECO Inc., P.O.Box 378, Plovdiv 4000, BULGARIA, tel: +359 32 646523, 646524, fax: 634089
e-mail: info@comeco.org, WNVW.COMECOGROUP.COM

Pt100 TRANSMITTER

WITH SELECTABLE RANGES

TRA1

for in-head mounting

OPERATION MANUAL

Please read this Operation Manual before mounting and operating!
Save the Manual for future references!



— I Configuring and Calibrating |

The Pt100 transmitter TRA accepts

3-wire Pt100 sensor input signals.

It allows on-site selection of the input range
and converts the input into standard

2-wire 4...20 mA signal, proportional

to the measured temperature,

Configuration

A To be carried out before
calibration!

¢ Open the plastic cap to expose

that can be safely sent over long distances £ the nine soldering jumpers,
to remote indicators, data loggers, 3 each of which consisting
or controllers. g of 3 solder pads.
' ¢ Select span range from the chart.
8 ¢ To set the desired input range,
b solder the respective jumper pads
Mounting and Wiring \ 8 according to the chart.
¢ Put the plastic cover on.
A Mounting 2
Important note: ¢ TRA for in-head mounting is designed 8 . .
Always use to be incorporated inside protective heads Calibration
the protective cover with 33 mm distance between centers o A
to prevent the electronics of the female threaded openings. 9— Itis suggesfed that
from getting dlirt ¢ Install the transmitter into the temperature © the calibration be checked

on the soldering pads
as well as getting
electrostatic discharge
by accidental touch.

probe head using two M4 screws with at least once a year.

appropriate length. To ensure vibration

proof, use special screws with springs.
¢ Your TRA can also be easily mounted

on every 35 mm rail conforming

to EN50022 by the means of a special

snap-on accessory, offered separately.

¢ Connect the transmitter
(see 'Wiring').

¢ Apply an input signal to give
an output of approximately 12 mA
and leave the unit for 15 min,
if possible at the ambient
temperature it is intended

0...150

— Wiring _ § to work at.
# Connect the Pt100 sensor to the input < ¢ Apply INmin corresponding

via terminals 1, 2, and 3,
as illustrated on the wiring diagram.
¢ Wire the output current loop
through terminals 4(+) and 5(-).
¢ In order to minimize measuring errors,
make sure the connecting screws
are tightened enough.

to the desired minimum
input signal.

¢ Adjust 'Z' potentiometer
to get lout = 4.00 mA.

¢ Apply INmax corresponding
to the desired maximum
input signal.

¢ Adjust 'S' potentiometer
to get lout = 20.00 mA.

¢ Repeat the last 4 steps
until readings converge.

¢ Secure the potentiometers
with lacquer.

0...300

0...200
~-000 -000 00w -0 (][ -[ee] (w0 (w0 -] -[=]0 =0
~O0O0 ~0 ~w] ~O00 ~O000 ~O0] ~0ald ~0 i ~mEEn =0

<[00 [ww] <[ww] w0 -[w][] -0 0= <000 000 <0 <000

0...400

0...500

~000 ~Wi0 -0 ~fwi] -0 ~-000 =0 ~-000 ~-000 -=00 ~-000
o[[0 o[wm] -[O00 (w0 o[ (e o] -] [0 - <000
o[J[0 o[mm] o[mm] o[mu]| o[mm] o[ww] o[mm]| o gm] o[|[][] o[Hm] -[mm]
~O00 ~[wm] ~[ww] ~[wm][] ~[w][ ~wl0 ~O0=] ~000 ~000 ~006= ~000
<[00 =0 - -[wkl -0 000 -0 000 -000 -0 =000
[ o] <[1FF <[l o[l okl ofHu] oW <[00 <0 <fAmAn





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


